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	 COSHH ASSESSMENT RECORD
	

	SUBSTANCE 
	Lafarge Cement Mix
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	IDENTIFICATION
	Cement is a binder in concrete and mortars that are widely used in construction. 
	

	PROCESS/USE
	This product can be corrosive to eyes, respiratory system and skin. Exposure may produce an allergic reaction.

	

	RISKS TO HEALTH
	H314: Causes severe skin burns and eye damage
H317: May cause an allergic skin reaction
H318: Causes serious eye damage
H335: May cause respiratory irritation
H350: May cause cancer (inhalation)

	

	CAN THE EXPOSURE BE ELIMINATED
	YES
	NO
	Details specified below
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	FIRST AID MEASURES



	
	General: Never give anything by mouth to an unconscious person. If you feel unwell seek medical advice.

Inhalation: When symptoms occur go into open air and ventilate suspected area. Keep at rest and in a position comfortable for breathing.

Skin contact: Remove contaminated clothing. Immediately flush skin with plenty of water for at least 60 minutes. Immediately call a doctor.

Eye contact: Rinse cautiously with water for several minutes, remove contact lenses, if present and easy to do. Continue rinsing for at least 60 minutes. Immediately call a doctor.

Ingestion: Rinse mouth. Do not induce vomiting. Immediately call a doctor.


	COPY OF SAFETY DATA SHEETS MUST BE SENT WITH INJURED PARTY TO HOSPITAL
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	FIRE FIGHTING MEASURES (Tick Box)
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	SPILLAGE & ENVIRONMENTAL DETAILS



	
	Prevent entry to sewers and public waters. 

For containment: Place spilled material into a container. Avoid actions that cause the cement to become airbourne. Avoid inhalation of cement and contact with skin. Wear appropriate PPE & scrape wet cement & place in container. Allow material to dry or solidify before disposal. Do not wash cement down sewage& drainage sytems or into bodies of water. Methods for cleaning up: Avoid actions that cause dust to become airbourne during clean up such as dry sweeping or using compressed air. Use HEPA vacuum or thoroughly wet with water to clean up dust. Use PPE.


	
	Occupational exposure limits

Substance                                       WEL Long term TWA -8hrs                 WEL Short term 15 min           
Limestone                                                 10mg/m3                                                20mg/m3
Gypsum                                                     10mg/m3                                                20mg/m3

Calcium oxide                                            2mg/m3                                                 4mg/m3

Magnesium oxide                                      10mg/m3                                               20mg/m3

Quartz                                                         0.025mg/m3                                          

	PPE

MUST BE WORN

   Tick Applicable
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√ 

√Goggles
√
√


	CONTROL MEASURES
	Emergency telephone number: 1-800-451-8346 (US)
Dispose of waste material in accordance with all regulations. If discarded in its purchased form, this product would not be a hazardous waste either by listing or characteristic. 
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